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 FIGURE 4.  Delete and substitute the following: 
 

 

FIGURE 4.  25,000 ft. frequency response envelope for earphone H-143/AIC. 
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 REQUIREMENTS: 
 
  Frequency response:  
 
  After “Frequency response:” add “of actual unit under test” 
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 At the end of the “Frequency response:” “At ground level paragraph:” add the following TABLE: 
 

TABLE I.  Key points for ground level. (Figure 2) 

FIGURE 2. GROUND LEVEL FREQUENCY RESPONSE KEY BREAK POINTS DIGITIZED. 

FREQUENCY POINTS 100 Hz 210 Hz 1,000 Hz 2,500 Hz 5,000 Hz 
UPPER LIMIT dB +7.00 +5.39 +2.00 +2.00 -0.50 
LOWER LIMIT dB +1.50 +1.50 -1.97 -4.00 -8.50 

 
 At the end of the “Frequency response:” “At altitude paragraph:” add the following TABLE: 
 

TABLE II.  Key points for 25,000 ft. altitude. (Figure 4) 

FIGURE 4. 25,000 FT FREQUENCY RESPONSE KEY BREAK POINTS DIGITIZED. 

FREQUENCY POINTS 100 Hz 1,000 Hz 3,000 Hz 4,000 Hz 5,000 Hz 
UPPER LIMIT dB +7.0 +2.0 +3.0 +2.75 -3.50 
LOWER LIMIT dB +3.0 -2.50 -5.0 -10.50 -18.00 
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 TABLE I:  Renumber to “TABLE III.” 
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